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BOUNDING ROADS SHOULD INCORPORATE
THE SAME PLANTING TREATMENT AS PER
OTHER STREETS WITHIN THE TOWNSHIP

RETARDING BASIN REQUIRED
TO MITIGATE FLOOD EVENTS
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LARGE TREES TO BE RETAINED IN POCKET
PARK TO PROTECT LANDSCAPE VALUES

LOTS FRONTING HIGH ST MUST REPLICATE THE
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EXISTING CHARACTER TREATMENT OF THE STREET. 77
LOTS MUST BE A MINIMUM OF 700M* AND 20M f
WIDTH. FRONT FENCES NO GREATER THAN 1.2M
IN HEIGHT MUST BE PROVIDED /
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Q CROSSOVERS MUST BE CO-LOCATED ' ‘-..."" LOCAL STREET NETWORK MUST ALLOW V
TO MINIMISE THE VISUAL IMPACT ON |/ FOR VEHICLE/PEDESTRIAN CONNECTIVITY.
| HIGH STREET + MINIMISE THE NEED \ .. || USE OF CUL-DE-SACS + BATTLE AXE LOTS
FOR ANY TREE REMOVAL \ \ Ny "”’. .. MUST BE AVOIDED
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MAXIMISE FRONTAGE ONTO ' &) EXISTING ESTABLISHED VEGETATION TO Y
{ JHIGH ST + MINIMISE ADDITIONA BE RETAINED WITHIN A RESERVE OR LOT.
ROAD CONNECTIONS ~ /| REMOVAL MAY BE PERMISSIBLE SUBJECT
~ ~ [ {70 THE APPROVAL OF cOUNCIL
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. [ '. [ WALKING TRAILS TO BE PROVIDED
. [ LT f15) ALONG THE FUTURE WATERWAY N
.. ~. CONNECTING THE EASTERN [N
. Sy, . I’ NEIGHBOURHOOD TO THE TOWNSHIP)
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TO MITIGATE + CAPTURE STORMWATER

] RUNOFF FLOWING INTO DEEP CREEK.

I 4- CURRENT WATERWAY DETERMINED
[ —— BY PROPOSED 1:100 FLOOD LEVEL.

PROPERTY BOUNDARY I _"

LOW DENSITY RESIDENTIAL
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FIG. 1: INDICATIVE DEVELOPMENT PATTERN O OAL DENSITY RESIDENTIAL | -(“

LANCEFIELD DEVELOPMENT PLAN AREAS (LOT SIZES TO VARY FROM S00M" - 1,000M") T

LOCAL OPEN SPACE PROVISION OF ANORTH-SOUTH _-

) AND EAST-WEST CONNECTION — —

THIS PLAN IS CONCEPTUAL ONLY & SE?JLELSD. DRAI NAGE RESERVE 1 CRITICAL FOR PERMEABILITY l-
NOT BE USED AS A TECHNICAL DRAWING OR

FOR CONSTRUCTION PURPOSES. EXISTING DWELLING .-...Il“-

EXISTING VEGETATION 7 W

REQUIREMENT FOR PARALLEL SERVICE
ACTIVE EDGE TREATMENT @ ROAD TO BE DETERMINED BY TRAFFIC | ‘I
POTENTIAL LOCAL ROAD IMPACT ASSESSMENT REPORT { —
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LOTS THAT SHARE AN INTERFACE WITH A RESERVE
MUST PROVIDE AN ACTIVE ADDRESS TO ENSURE A
QUALITY DESIGN OUTCOME. FENCE TREATMENTS
MUST BE SEMI-PERMEABLE + APPROVED BY COUNCIL
PRIOR TO CONSTRUCTION
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LANCFIELD - KILMORE RO,
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ANY WATER TREATMENT REQUIREMENTS
WILL BE DETERMINED BY MELBOURNE
WATER + SUBJECT TO THEIR APPROVAL
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LANDSCAPE BUFFERTO
AMELIORATE TRANSITION

BETWEEN RURAL AREAS AND
THE TOWN

A NEW WATERWAY WILL BE REQUIRED
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MELBOURNE - LANCEFIELD ROAD
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